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Steuereinheit Sprinklerpumpe
EconAqua

control unit for fire pump
EconAqua

ordering hints
for used with control cabinet ESS 5000 M+ you must ordered 
additionally:
retrofitting kit pressure switch PMA-SUX50...841486, M2-04-10

technical data
pressure medium ...................................water, compressed air
operating pressure ..................................................max. 16 bar
temperature range ...............................0 °C up to +80 °C, water
......................................-25 °C up to +100 °C, compressed air
contacts .........................................1 NC-contact, 1 NO-contact
operating current ....................................250 V - AC max. 6 A
.............................................................220 V - DC max. 0,5 A
..................................................................24 V - DC max. 5 A
IP code ...............................................................................IP54

sheets also applying
pressure switch PMS-10 ...............................M2-04-10 part 2
pressure gauge 25 bar ER 2 pointers ......................M2-07-01
ball valve G1/2-pressure relieved compl. ................M2-07-04
label frame A50 .......................................................M1-05-01
label for adhesive label ............................................M1-05-01

Bestellhinweis
Für die Verwendung mit Schaltschrank ESS 5000 M+ muss 
zusätzlich bestellt werden:
Umbausatz Druckschalter PMA-SUX50 .....841486, M2-04-10

Technische Daten
Druckmedium ................................................Wasser, Druckluft
Betriebsdruck ..........................................................max. 16 bar
Temperaturbereich ...........................0 °C bis +80 °C, Wasser
...................................................-25 °C bis +100 °C, Druckluft
Kontakte ..................................................1 Öffner, 1 Schließer
Betriebsstrom .........................................250 V - AC max. 6 A 
.............................................................220 V - DC max. 0,5 A
..................................................................24 V - DC max. 5 A
Schutzart ...........................................................................IP54

mitgeltende Blätter
Druckschalter PMS-10 ...................................M2-04-10 Teil 2
Manometer 25 bar ER 2MAZ ....................................M2-07-01
Kugelhahn G1/2-druckentlastet kompl. ....................M2-07-04
Schilderhalter A50 ....................................................M1-05-01
Schild für Klebeetikett .............................................. M1-05-01

Bezeichnung

designation

Art.-Nr.

part no.

Gewicht

weight
Steuereinheit Sprinklerpumpe EconAqua

control unit for fire pump EconAqua
845303 4,26 kg

Umbausatz Druckschalter PMA-SUX50

retrofit kit pressure switch PMA-SUX50
841486 0,02 kg

Instandhaltung / maintenance
Funktionskontrolle im Rahmen der anlagenspezifischen
Funktionsprobe
functional check within the framework of system-specific
functional test

Technische Beschreibung / technical description
Art.-Nr. 845304 (de) / part no. 913824 (en)



Produktdatenblatt | Wassernebel-Löschanlage
Product Sheet | Water Mist

Produktdatenblatt | Wassernebel-Löschanlage
Product Sheet | Water Mist

Viking S.A. | 21, Z.I. Haneboesch | L-4562 Di�erdange/Niederkorn | www.viking-emea.com

M
2_

53
16

_0
01

 / 
20

23
-N

ov
-1

5

Te
ch

ni
sc

he
 Ä

nd
er

un
ge

n 
oh

ne
 v

or
he

rig
e 

An
kü

nd
ig

un
g 

vo
rb

eh
al

te
n.

 A
lle

 R
ec

ht
e 

vo
rb

eh
al

te
n.

 
Th

e 
co

nt
en

ts
 o

f t
hi

s 
pu

bl
ic

at
io

n 
ar

e 
su

bj
ec

t t
o 

m
od

ifi
ca

tio
ns

 w
ith

ou
t n

ot
ic

e.
 A

ll 
rig

ht
s 

re
se

rv
ed

.  

part  1
M2-53-16  Teil 1

Ergänzung / amendment: 04.23

2/2

Schaltbild Druckschalter PMS-10
wiring diagram for pressure switch PMS-10

Steuereinheit Sprinklerpumpe
EconAqua

control unit for fire pump
EconAqua

Maßzeichnung / dimension drawing
Maße in mm / dimensions in mm
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Kontakte unbetätigt dargestellt

contacts shown unactuated
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