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LdNMPJKHGFEDCBAPart Number
Size

InchDN

8810970901521532181117.915.957.260.33285110BVG-7-0602”DN50

96.410970901521532181117.915.9
69.173.0

3295125
BVG-7-073

2½”DN65
72.376.1BVG-7-076

9711970901521532181117.915.984.988.932100140BVG-7-0893”DN80

115.114970901521532181119.515.9110.1114.332100160BVG-7-1144”DN100

132.414970901521532181119.515.9
135.5139.7

32125170
BVG-7-139

5”DN125
137.0141.3BVG-7-141

132.416970902001532181119.515.9
160.9165.1

32140190
BVG-7-165

6”DN150
164.0168.3BVG-7-168

147.419121029030021023212611.119
211.6216.3

32175230
BVG-7-216

8”DN200
214.4219.1BVG-7-219

159241210212530021023212612.719
262.6267.4

45200260
BVG-7-267

10”DN250
268.3273.0BVG-7-273

165261412515035024924916112.719
312.9318.5

45240300
BVG-7-319

12”DN350
318.3323.8BVG-7-324
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Product Parts, Materials & Standard 

Product Data & Part Numbers

2”/DN50,  2½” /DN65,  3”/DN80,  
4”/DN100,  5”/DN125,  6”/DN150, 
8”/DN200,  10”/DN250,  12”/DN300

Sizes

300psi / 21barWorking Pressure

600psi / 42bar (maximum)Test Pressure

Gear OperatedOperation

Epoxy Powder CoatedFinish

Indoor and outdoorApplication

IP65IP Rating

250VA 3A, 
24VDC 2A

Contact Rating

1 Supervisory Switch (Internal)
1 Auxiliary Switch (Internal)   

Supervisory Switches

UL (2” to 12”),  FM (2½” to 8”)Approvals

Carried Standard

API609Design Standard

ASME B16.10
Face to Face 

Standard

ISO 5211Top Flange Standard

FM 1112 / 

UL1091
Test Standard

SpecificationMaterialDescription

ASTM A216WCBUpper Shaft Sealing Nut

ASTM D2000EPDMShaft Seal

ASTM A536DIBody

ASTM A582SS416Upper Shaft

ASTM D2000DI + EPDMDisc

ASTM A582SS416Lower Shaft

ASTM A216WCBLower Shaft Sealing Nut

ASTM D2000EPDMEnd face Seal

PTFE/C954PTFE/C954Stem Bushing

ASTM A536DISignal Gearbox

SPECIFICATIONS


