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Product Sheet | Detec�on

Brand Order no.Designation

Minimax
MX5000 MX 924440
MX5000 MX SF
(silicone-free) 914235

Viking
MX5000 VK 924441
MX5000 VK SF
(silicone-free) 926500

Brand Order no.Designation

Minimax
MX5000 MX 924440
MX5000 MX SF
(silicone-free) 914235

Viking
MX5000 VK 924441
MX5000 VK SF
(silicone-free) 926500

Th
e 

co
nt

en
ts

 o
f t

hi
s 

pu
bl

ic
at

io
n 

ar
e 

su
bj

ec
t t

o 
m

od
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e.

 A
ll 

rig
ht

s 
re

se
rv

ed
.

31
2-

81
0_

00
3 

/ A
I0

3 
/ 2

01
9-

Ja
n-

01
 / 

en

1/2

Industrial Detectors
UniVario Detector Accessories - Base

Base MX5000 Part no.: 904701 

Retaining base for UniVario industrial fire detectors, excluding 
3GD and Ex detectors. Contains cable entries, EMC and 
environmental seals, connecting terminals and space for the 
optional relay module KMX5000 RK. Enables replacement of 
a detector without any terminal work.

Not included in delivery
End of line resistor 1.8 K / 0.5 W 675235
Dust protection cap MX5000 921694

Spare parts
Seal 127 x 2.9 / 1.6 mm 904752
Gland M 16 x 1.5 Ms 901861
Sealing cord 8 mm Viton 0.036 m 800605

Approvals
See corresponding UniVario detectors.

Technical specifications
Material Aluminum

Relative humidity max. 100 %

Cable diameter 5 - 9 mm

Gland 2 pcs. M16 x 1.5

Equipotential bonding 
terminal no

Color red

Ambient temperature -40 °C to +100 °C
(-40 °F to +212 °F)

Weight 310 g (0.7 lbs)
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