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Bracket Kits (Supervision)| NRF  | NRF-SB
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Part Number & Contents
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Normally Open Bracket Kit*
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Normally Closed Bracket Kit

PartNumberValve Size

NRF-SBDN50 toDN300

Each kit contains:
2 x Limit Plates (1 x DN50-DN100 + 1 x DN125-DN350) (Item2)
2 x Bolts M4 x 30 (Item6)
2 x Serrated Flange Nuts 
M4 (Item 7)  1 x Datasheet

Product Parts, Materials & Standards 

QuantityMaterialDescriptionItem

1SS316Fixed plate1*

1SS316Limit Plate (normally open gate valve)2*

1SS316Limit Plate (normally closed gate valve)3

2SS304Socket Head Cap Bolt M4 x104*

2SS304Bolt M4 x 30 (ISO7045)6

2SS304Serrated Flange Nut M4 (ISO 4161)7

2SS304For 2”-6”Valve M6 x 10
Hexagon Bolt8*

2SS304For 8”-12”Valve M8 x 10

2SS304For 2”-6”Valve Ø6
Washer9*

2SS304For 8”-12”Valve Ø8

* Bracket supplied with valve (excludes the 2 switch attaching bolts)

Notes

1. When the bracket kit for a normally open gate valve is used, the switch will signal when the valve starts to be closed. This is supplied as 
standard  with the NRF5, NRF11 & NRG11 gate valves.

2. When the bracket kit for a normally closed gate valve is used, the switch will signal when the valve starts to be opened.

3. Brackets are intended to be used with the NRF5 (DN50-DN350), NRF11 & NRG11 (DN50-DN300) gate valves; please refer to separate 
datasheet for  information regarding the valves.

4. The brackets are intended to mount the supervisory switch 828482 or 790400, please refer to separate datasheet for further 
information.

For use on the following NRS gate valves:
• NRF5  
• NRG5  
• NRF11  
• NRG11

Product Compatibility


